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2036-xx-SM Series
Precision Gas Discharge Tube  
Surge Protector

Notes:
•	 UL Recognized per UL 497B, file E153537.
•	 No model number marking on tube; date code and voltage only: month year 

digits, xxxV (e.g. 0226 600V).
•	 The rated discharge current for Mini-TRIGARD™ Gas Discharge Tubes is the total 

current equally divided between each line to ground.
•	 Surface Mount (SM) parts may show a temporary increase in DCBD after the solder 

reflow process. Most devices will recover within 24 hours time. It should be noted that 
there is no quality defect nor change in protection levels during the temporary change 
in DCBD.

•	 Sparkover limits after life: ±25 % (-25 %, +30 % for Model 2036-07, 2036-09 and 
2036-60), IR >108Ω.

•	 Operating characteristics per RUS PE-80 and Telcordia GR 1361 available, contact 
factory.

•	 Line to Line voltage is approximately 1.8 to 2 times the stated Line to Ground 
breakdown voltage.

•	 Bourns recommends reflowing surface mount devices per IPC/JEDEC J-STD-020 rev E 
2015-02-03.

•	 At delivery AQL 0.65 Level II, DIN ISO 2859.
(2) Network applied.
(3) DC Sparkover may exceed ±25 % but will continue to protect without venting.

Characteristics (Continued)

Characteristic Value
Impulse Transverse Delay 
     1000 V/µs

 
< 75 ns

Insulation Resistance (IR) 
     100 V 
        50 V (2036-07 & 2036-09)

 
> 1010 Ω

Glow Voltage 
     10 mA

 
~ 70 V

Arc Voltage 
     1 A

 
~ 10 V

Glow-Arc Transition Current < 0.5 A
Capacitance 
     1 MHz

< 2 pF

DC Holdover Voltage (2) 
     135 V 
        52 V (2036-07, 2036-09) 
        80 V (2036-15)

 
< 150 ms

Impulse Discharge Current 
     20,000 A, 8/20 µs (3) 
     10,000 A, 8/20 µs 
           200 A, 10/1000 µs 
        2,000 A, 10/350 µs 
           200 A, 10/700 µs

 
1 operation min. 
10 operations 
300 operations 
1 operation 
500 operations

Alternating Discharge Current 
     20 Arms, 1 s (2) 
      10 Arms, 1 s

 
1 operation min. 
10 operations

Operating Temperature -55 to +105 °C
Storage Temperature -55 to +105 °C
Climatic Category (IEC 60068-1) 55/105/21
Moisture Sensitivity Level 1
ESD Classification (HBM) N/A

7.3 ± 0.26
(.287 ± .010)

3.3
(.130)

DIMENSIONS: MILLIMETERS/(INCHES)

8.2
(.323)

1.6
(.063)

5.6
(.221)

0.9 ± 0.2
(.035 ± .008)

0.5 ± 0.2
(.020 ± .008)

5.0 ± 0.2
(.197 ± .008)

0.7 ± 0.2
(.028 ± .008)

Recommended Pad Layout
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2036 - xx - SM - RP LF  
Model Number Designator
Voltage (Divided by 10)
Surface Mount
Packaging Options 
     Blank = Bulk Packaging (Standard) 
	 RP = Reelpack (Optional) 
	 RP2 = Reelpack (Optional)
RoHS Compliancy

How to Order

https://www.bourns.com/inventory-search-results?PARTS=2036-
https://www.bourns.com/support/request-samples
https://www.bourns.com/news/social-media
https://www.bourns.com/support/contact
https://www.bourns.com/resources/technical-library/library-documents/gas-discharge-tubes-technical-library
https://www.bourns.com/resources/technical-library/library-documents/gas-discharge-tubes-technical-library
https://www.bourns.com/parametric-search?Cat=npCircuitProtectionCrowbar
https://www.bourns.com
http://www.bourns.com/docs/legal/disclaimer.pdf
http://www.bourns.com/docs/legal/disclaimer.pdf
https://www.bourns.com/inventory-search-results?PARTS=2036-
https://www.bourns.com/resources/technical-library/library-documents/gas-discharge-tubes-technical-library
https://www.bourns.com/resources/technical-library/library-documents/gas-discharge-tubes-technical-library
https://www.bourns.com/parametric-search?Cat=npCircuitProtectionCrowbar
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Packaging Specifications

Model
Standard Packaging Quantity

Bulk (Bag) Tray Box Reel

2036-xx-SM 250 pcs. 1000 pcs.

2036-xx-SM-RP 1000 pcs.

2036-xx-SM-RP2 1000 pcs.

4.0

2.0

12.0

16.00
NOM.

1.7

1.50 DIA.

7.5

The optional -RP & -RP2 reels are 330 mm in diameter and 23 mm wide.

-RP

-RP2

TOLERANCES: ±0.13 UNLESS OTHERWISE SPECIFIED

DIMENSIONS: MILLIMETERS

“Mini-TRIGARD™ is a trademark of Bourns, Inc.

https://www.bourns.com
https://www.bourns.com/inventory-search-results?PARTS=2036-
https://www.bourns.com/support/request-samples
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https://www.bourns.com/support/contact
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